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2.TMEGAPIXEL HD-5DI 30 IR LED BULLET CAMERA

WIV-3SN21D30

IRLED VISIBILITY RANGE
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1/3" 2.1Megapixel PANASONIC CMOS Image Sensor
EYENIX EN773A ISP

Full HD Resolution (1920x1080p/30fps, 1280x720p/60fps)
Selectable Resolution (2.1M, 1.3M) on OSD Menu
Megapixel Varifocal ICR Lens f=2.8~12.0mm

IR LED 30ea

True Day & Night

2D+3D DNR (Digital Noise Reduction)

WDR (Wide Dynamic Range)

Min. lllumination of 0.001Lux

DSS (Digital Slow Shutter)

Auto White Balance

LSC (Lens Shading Compensation)

DPC (Defect Pixel Compensation)

ACE (Advanced Contrast Enhancement)

Motion Detection

Privacy Mask

Digital Zoom (x8)

Enable Reverse Display by Mirror & Flip
Flickerless from Different Frequency 50Hz, 60Hz
Selectable TV System NTSC/PAL

Analog CVBS Video Out

OSD Control

DC 12V, BNC/DC

Include Concealed Bracket
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Image Sensor
Total Pixels
Effective Pixels
Scanning System
Resolution
Video Output
S/N Ratio

Min. lllumination

Lens

IRLED

Electronic Shutter Speed
DSS

White Balance

Auto Gain Control
BLC

Day & Night

2D+3D DNR

LSC

DPC

Brightness
Sharpness

Digital Zoom

HLC

ACE

D.Compress

Privacy Mask
Motion Detection
Mirror / Flip

Signal Format

CVBS

Operating Temperature
Operating Humidity
Power

Dimension

Weight

1/3" 2.1Megapixel PANASONIC CMOS
2000(H) x 1121(V) = 2.24M (pixels)
1936(H) x 1105(V) = 2.12M (pixels)
Progressive

1920x1080p(30fps) / 1280x720p(60fps)
HD-SDI/ 1.0Vp-p (750, Composite), NTSC/PAL (slectable)
More than 50dB

Color: 1.0Lux /BW: 0.5Lux /

Color DSS :0.002Lux / BW DSS: 0.001Lux / IR LED On : OLux
Megapixel Varifocal ICR Lens f=2.8~12.0mm
30ea

Auto / Manual (1/30 ~ 1/60,000sec)
x2/x3/x4/Off

Auto / Preset / Manual / Indoor / Outdoor
On/Off

WDR/BLC/ Off

Auto / Day / Night / Ext

Low / Middle / High / Auto / Off

On/Off

On/Off

0~ 20 steps

0~ 10 steps

x1~x8

On/Off

On/Off

On/Off

On / Off (32 points)

On / Off (4 points)

H/V/H&V / Off

NTSC/PAL

On/Off

0°C ~+40°C

20% ~ 85% RH

DC 12V (£10%), 1A, 12W

50(W) x 107.5(H) x 196(D)mm

Appx. kg

« Design and specification are subject to change without notice.




